Consumables approved for
LM+ laser marking systems

Manu-
facturer

Tesa

Schreiner

3M

Avery

Brady

toptack

Designation

6930 PV3
6930 PV3
6930 PV3
6940 PV3
6940 PV3
6940 PV3
6910 PVO
6931 PVO
6931 PVO

6931 PVO

CLF 20-91/39-38

CLF 13-53/39-38

7847

7848

BY086

BU300

B-420
B-421
B-730
B-731
B-734

B-735

581815
582815

581823

581850

511815
511823
511851
545815
545823
545858
571823
561823
535815
535823
522811

522813

Opted for Opted for
engraving annealing

X

X

X

X

X

X
X
X
X
X
X
X

X

X

X

X
X
X
X
X
X
X

X

X

X

X

X

X

X

X

X

X

X

X

X

X
X
X

Face material

@ bvlack

silver
white

‘ red

yellow

® vie
white
transparent
white

yellow

@ bvlack

silver

‘ black

silver

@ bk
@ bk

white

@ vk
@ vk
@ vk

white

white

@ vk
@ bk
@ bk

@ bk

white
white
white
yellow
yellow
yellow

red

blue
grey
grey
white

white

Font color

white

@ vlack
@ vlack

white

@ btk

white
@ vlack
@ vlack
@ vlack
@ vlack

white
@ vk
white

‘ black

white

white

‘ black

white
white
white
black
black

white
white

white

white

black
black
black
black
black

black
white
white
black
black
black
black

Glossy
option

X

X

semi
semi
semi

semi

semi

Matt
option

X

X

Laminate

cabp
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Particularities

UL, cannot be detached
in a non-destructive way

resistant to rupture

non-resistant to rupture,
providing safety properties

UL/CSA

UL/CSA

UL/CSA

UL/CSA

electrostatically dissipative

electrostatically dissipative

RoHS / REACH compliant
RoHS / REACH compliant

reinforced adhesive

Film with a security feature
that can only be removed by
destroying it

reinforced adhesive
High temperature 300°C
RoHS / REACH compliant
reinforced adhesive
High temperature 300°C
reinforced adhesive

reinforced adhesive

reinforced adhesive
RoHS / REACH compliant

reinforced adhesive



Consumables approved for
LM+ laser marking systems

Manu- Opted for Opted for

facturer Designation ehgravingl|lanhealing Face material Font color
Nippon AX7416M X . black white
AXT7140M X white . black
AX7S40M X silver . black
AX5C10KY X transparent . black
Sommer som8010 X . black white
som8120 X . black white
som8121 X . black white
som8540 X . black white

Glossy Matt

option option Lyl
X X
X X
X X
X X
X
X
X
X

cab

we ,c'a’e«/;@ rore
Status 04/2026
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Particularities

UL/CSA
UL/CSA
UL/CSA

UL/CSA/KBA

Plates approved for LM+ laser marking systems, wound onto rolls,
taken into account a roller tag conversion kit

Base material Coating
q - no coating
Aluml:umtplates“ 3.3315 - anodized
wound onto a ro - stained E6
in .
Stainless steel plates LT oG

wound onto a roll



Freigegebenes Verbrauchsmaterial
LM+ Laserbeschriftungssystem

Hersteller

Tesa

Schreiner

3M

Avery

Brady

toptack

Bezeichnung

6930 PV3
6930 PV3
6930 PV3
6940 PV3
6940 PV3
6940 PV3
6910 PVO
6931 PVO
6931 PVO

6931 PVO

CLF 20-91/39-38

CLF 13-53/39-38

7847

7848

BY086

BU300

B-420
B-421
B-730
B-731
B-734

B-735

581815
582815

581823
581850

511815
511823
511851
545815
545823
545858
571823
561823
535815
535823
522811

522813

Laser- Farbum-
gravurfolie schlagfolie

X

X

X

X

X

X
X
X
X
X
X
X

X

X

X

X
X
X
X
X
X
X

X

X

X

X

X

X

X

X

X

X

X

X

X

X
X
X

Ober-
material

‘ schwarz
silber
weily

‘ rot

gelb

® v
weil}
transparent
weil}

gelb

‘ schwarz

silber

‘ schwarz

silber

‘ schwarz
‘ schwarz

weil}

‘ schwarz

‘ schwarz

‘ schwarz
weily

weily

‘ schwarz
‘ schwarz
‘ schwarz

‘ schwarz

weil}
weil}
weil}
gelb
gelb
gelb
rot

blau

grau
grau
weily

weil}

Schriftfarbe

weil}

‘ schwarz
‘ schwarz

weily

‘ schwarz
weil
‘ schwarz
‘ schwarz
‘ schwarz
‘ schwarz

weil}
‘ schwarz
weil}

‘ schwarz

weil}

weil}

‘ schwarz

weil}
weil}

weil}

‘ schwarz
‘ schwarz

weil}
weil}

weil}

weil

‘ schwarz
‘ schwarz
‘ schwarz
‘ schwarz
‘ schwarz
‘ schwarz

weil}

weil}

‘ schwarz
‘ schwarz
‘ schwarz
‘ schwarz

Variante
gldanzend

X

X

halb
halb
halb
halb

halb

Variante
matt

X

X

Laminat

cabp
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Besonderheiten

UL, nicht zerstérungsfrei
ablésbar

nicht briichig

briichige Variante mit
Sicherheitseigenschaften

UL/CSA

UL/CSA

UL/CSA

UL/CSA

elektrostatisch ableitend

elektrostatisch ableitend

RoHS / REACH konform
RoHS / REACH konform
verstarkter Klebstoff

Folie mit Sicherheitseffekt nur
durch Zerstérung ablosbar

verstarkter Klebstoff
Hochtemperatur 300°C
RoHS / REACH konform
verstarkter Klebstoff
Hochtemperatur 300°C
verstdrkter Klebstoff

verstarkter Klebstoff

verstarkter Klebstoff
RoHS / REACH konform

verstarkter Klebstoff



Freigedebenes Verbrauchsmaterial
LM+ Laserbeschriftungssystem

Laser- Farbum- Ober-

Hersteller Bezeichnung gravurfolie | sehiagfolie material Schriftfarbe

Nippon AX7416M X . schwarz weild
AX7140M X weil} . schwarz
AXTS40M X silber . schwarz
AX5C10KY X transparent . schwarz

Sommer som8010 X . schwarz weil}
som8120 X . schwarz weil}
som8121 X . schwarz weil}
som8540 X . schwarz weil}

Variante = Variante

gléanzend matt Laminas
X X
X X
X X
X X
X
X
X
X

cab
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Besonderheiten

UL/CSA
UL/CSA
UL/CSA

UL/CSA/KBA

Freigedebene Schilder auf Rolle fUr LM+ Laserbeschriftungssystem

mit Roller Tag UmrUstkit

Grundmaterial Beschichtung
. -ohne
All;s;hllllder 3.3315 - eloxiert
2LILRONE - E6 gebeizt
Edelstahlschilder L —ohne

auf Rolle



